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GAS / OIL FIRED HEATERS 

Gas Fired Heaters are available in either Propane, Natural Gas, LP/NG (Dual), and Oil.  Portable heaters are safe, 
efficient, and very practical. There are Direct Fired and Indirect Fired Heaters.  Direct fired heaters are for well ventilated 
applications which require a lot of heat. Indirect fired heaters on the other hand supply 100% clean heated air, can be 
ducted, and the flame is not in contact with the air.  

 
 
EQUIPMENT                                                                            VOLTAGE   BREAKER  NEMA    DIMENSIONS   WEIGHT/ 
    MODEL              TYPE                 FUEL                  BTU        /PHASE         AMPS     PLUG       W x D x H     SHIPPING 
TS080DF     Direct(Duct)     LP, NG       80,000 115/1          15         5-15       13.5 x 28 x 22       79 
TS170DF     Direct(Duct)     LP, NG     170,000 115/1          15         5-15     24.3 x 32.3 x 32       161 
IDH200QR      Indirect(Duct)    LP, NG     170,000 115/1          15         5-15 22 x 52 x 36    209/320 
IDH200QR-O     Indirect(Duct) Diesel/Kerosene    170,000 115/1          15         5-15 22 x 52 x 36    209/320 
IDF350    Indirect(Duct)       LP, NG     350,000 115/1          15         5-15  35 x 70 x 52      420/580 
IDF350-OIL    Indirect(Duct)       Diesel/Kerosene 350,000 115/1          15         5-15  35 x 70 x 52      420/580 
TS350DF     Direct(Duct)    LP, NG     350,000 115/1          15         5-15       28.0 x 48.3 x 41      320 
IDH400QR      Indirect(Duct)    LP, NG     390,000 115/1          15         5-15 35 x 70 x 57      420/580 
IDH400QR-O     Indirect(Duct) Diesel/Kerosene    390,000 115/1          15         5-15 35 x 70 x 57      420/580 
DF400         Direct    LP, NG            400,000 115/1          15         5-15       30.5 x 51 x 33     145/210 
S405      Direct(Duct)    LP, NG     400,000 115/1          15         5-15  18 x 46 x 24          95 
IDF500    Indirect(Duct)       LP, NG     420,000 115/1          20         5-20  35 x 70 x 52      420/580 
IDF500-OIL    Indirect(Duct)   Diesel/Kerosene     420,000 115/1          20         5-20  35 x 70 x 52      420/580 
IDH500QR    Indirect(Duct)       LP, NG      500,000 115/1          20         5-20  35 x 70 x 57      420/580 
IDH500QR-O    Indirect(Duct)       Diesel/Kerosene 500,000 115/1          20         5-20  35 x 70 x 57      420/580 
EB700G Indirect(Duct)       LP, NG     700,000    208-240/1/3     16/8.5      6-20  33.3 x 92 x 45     1200 
EB700D Indirect(Duct)      Diesel.                700,000    208-240/1/3     16/8.5      6-20  33.3 x 92 x 45     1200 
EB1000G  Indirect(Duct)       LP, NG   1,000,000    208-240/1/3     42/32        NA  33.3 x 111 x 50    2000 
EB1000D  Indirect(Duct)       Diesel   1,000,000    208-240/1/3     42/32        NA 74.5 x 228 x 98    7100 
DF1500            Direct    LP, NG   800,000/1,500,000 115/1             15          5-15    29.5 x 66.0 x 47.0 360/420 
S1505B            Direct    LP, NG   850,000/1,500,000 115/1             15          5-15    32.0 x 69.0 x 41.5  300/XX 
EB2000G  Indirect(Duct)    LP, NG             2,000,000   208-240/1/3      55/32        NA        33.3 x 144 x 67       2950 
EB2000D  Indirect(Duct)    Diesel               2,000,000   208-240/1/3      55/32        NA        33.3 x 144 x 67       2950 
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